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IN THE CLAIMS 
Please cancel claims 2-4, 10-14, 17, and 20-25. 
1-6. (Cancelled) 



7, (Currently Amended) A roller blind system for a motor vehicle, comprising: 
a rotatable coiling body that is shiftable by a translational motion; 

a roller blind attached at a first end to the rotatable coiling body and fixedly mounted at a 
second end to a vehicle portion; 

two guide rails that guide two longitudinal edges of the roller blind; 

a detent part disposed on each longitudinal edge of the roller blin d wherein the detent part 
comprises q clip; and 

a counterpart that is complementary to each detent part and fitted to each of the two guide 
rails such that the detent parts connect with the counterparts when the rotatable coiling body is 
shifted. 



8. (Currently Amended) Th e roll e r blind s yst e m as claimed in claim 7^ furth e r comprioing A 
roller blind system for a motor vehicle, comprising: 

* rotatqble coiling frpdy thqt sfftiftflbte fry a franslqUonal fflQtiQn; 

a roller blind attached at a first end to the rotatable coUing body and fixedly mounted at a 
sccpnd end q vghjcje PQtfiQJW 
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two guide rails that guide two longitudinal edges of the roller blind: 

a detent part disposed on each longitudinal edge of the roller blind: 

a counterpart that is complementary to each detent pait and fitted to each of the two guide 

rails such that the detent parts connect with the counterparts when the rotatable coiling body is 

shifted: and 

a pretensioning mechanism that urges the rotatable coiling body against the counterparts. 

9. (Previously Presented) A roller blind system for a motor vehicle, comprising: 
a rotatable coiling body that is shiftable by a translational motion; 

a roller blind attached at a first end to the rotatable coiling body and fixedly mounted at a 
second end to a vehicle portion; 

two guide rails that guide two longitudinal edges of the roller blind wherein the two 
longitudinal edges are releasably connected to the two guide rails; and 

a cartridge that receives the roller blind, the cartridge having a pressure slider that locks 
the roller blind with the two guide rails and a release slider that releases the roller blind from the 
two guide rails. 

10-17, (Cancelled) 
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18. (Currently Amended) The vehicle roof ass e mbly as claim e d in olaim 17, furth e r 
comprising A vehicle roof assembly, comprising: 

a vehicle roof having a roof opening: 

a rotatable coiling body that is shifcable by a translaaonal motion in a vicinity of the roof 
opening: 

a roller blind attached at a first end to the rotatable coiling body and fixedly mounted at a 

second end to a vehjcje pftrtiory Wherein the? rqjlcr fliqfl flffiYSafek tP QIKJ) close the roof 
QFPflmg; 

two guide rails that guide the rotatable coiling body and two longitudinal edges of the 

roller blind; 

a detent part disposed on each longitudinal edge of the roller blind: 

a counterpart that is complementary to each detent part and fitted to each of the two guide 

rails such that the detent parts connect with the counterparts when the rotatable coiling body is 
shifted: and 

a pretensioning mechanism that urges the rotatable coiling body against the counterparts. 



19. (Previously Presented) A vehicle roof assembly, comprising: 

a vehicle roof having a roof opening; 

a rotatable coiling body that is shiftable by a transiational motion in a vicinity of the roof 
opening; 
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a roller blind attached at a first end to the rotatable coiling body and fixedly mounted at a 
second end to a vehicle portion, wherein the roller blind is moveable to open and close the roof 
opening; 

two guide rails that guide the rotatable coiling body and two longitudinal edges of the 
roller blind; and 

a cartridge that receives the roller blind, the cartridge having a pressure slider that locks 
the roller blind with the two guide rails and a release slider that releases the roller blind from the 
two guide rails. 



20-25. (Cancelled) 
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